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AMENDMENTS TO THE CLAIMS 
Please AMEND claims 1 1-15 as shown below. 
The following is a complete list of all claims in this application. 
1-10. (Cancelled) 

1 1 . (Currently Amended) A thin film transistor array substrat e for a liquid crystal 
display (LCD), comprising: 

an in s ulating a first substrate; 

a gate line formed on the first substrate; 

a storag e capacitor lin e proc e eding parall e l to th e gat e lin e ; 

a storag e capacitor e l e ctrod e connect e d to th e storage capacitor lin e ; 

a gate insulating lay e r form e d on th e gat e lin e , the storag e capacitor line and the storag e 
capacitor e l e ctrod e ; 

a data line formed on the gat e insulating lay e r first substrate and intersecting the Rate 

line : 

a pixel region defined by the gate line and the data line; 

a storage capacitor line formed on the first substrate and comprising a storage capacitance 
electrode: 

a prot e ctiv e layer formed on the data line; and 
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a pixel electrode formed on the prot e ctiv e lay e r with opening patterns first substrate and 

entirely covering a portion of the storage capacitance electrode; 

a second substrate facing the first substrate; and 

a common electrode formed on the second substrate and having a first opening pattern 
overlapping the portion of the storage electrode entirely covered by the pixel electrode? 

wh e r e in th e storag e capacitor e l e ctrod e is e xt e nd e d along an e dg e of th e pix e l region, and 
th e pix e l e l e ctrod e e ntir e ly cov e rs a portion of th e storag e capacitor e l e ctrod e, 

12. (Currently Amended) The thin film transistor array substrat e LCD of claim 1 1, 
wherein the storage capacitor electrode is formed at a left side and a right side of the pixel 
region. 

1 3 . (Currently Amended) The thin film transistor array substrat e LCD of claim 1 1 , 
wherein the storage capacitor line comprises two lines in the pixel region. 

14. (Currently Amended) The thin film transistor array substrat e LCD of claim 1 1 , 
wherein the pixel electrode has a second eaeh opening pattern comprises comprising : 

a horizontal op e ning first portion form e d at a portion of th e pix e l e l e ctrod e dividing the 
pixel electrode into an upper region and a lower region; and 

inclined op e ning portions second portions formed at the upper region and the lower 
region and of th e pix e l e l e ctrod e whil e proceeding perpendicular to each other. 
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1 5 . (Currently Amended) A thin film transistor array s ubstrat e liquid crystal display , 

comprising: 

an insulating a first substrate; 

a second substrate facing the first substrate: 

a pix e l r e gion form e d on the insulating substrat e; 

a storage capacitor line formed on the first substrate and having a main portion and a 
branch portion extended from the main portion and form e d on the insulating substrat e , the 
branch portion e xtend e d along an e dge of th e pix e l r e gion ; and 

a pixel electrode insulated from the storage capacitor line and entirely covering a portion 
of the branch portion having a first op e ning patt e rn, wh e r e in th e pixel e l e ctrod e entir e ly cov e rs a 
portion of th e branch portio n : and 

a common electrode formed on the second substrate and having an opening pattern 
overlapping the portion of the branch portion entirely covered by the pixel electrode . 
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